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- Tempering or Heat Strengthening
- Laminating
- Straight or circular
- Edge grinding
- Grinding
- Drilling
- Notches
- Sandblasting
- Etching
- Silk screen printing and enamelling
- Painting and silvering
- Bending
- Insulating glazing units
- Double or triple glazing

Excellent Transparency and Transmittance
--    INDOFLOT   --

Indoflot is a clear glass with optimal transmission and gives no shadowing effect. Indoflot is suitable for various 
applications in the construction, interior decoration, automotive and high-tech sectors.

Indoflot has high precision of flatness (smooth surface), free from distortion and excellent light transmission. Its 
quality and elegant appearance comply with market requirements both present and future.

What’s so special about it? What does it mean for you?
High light transmission of 91%

Low energy absorption of 4%

- 

-

Increases the amount of natural light entering a building and reduces the 
need for artificial lighting, resulting in a more comfortable environment

Reduces the risk of thermal shock

        What are you looking for?     What are you processing options?
Safety

Cutting
Shaping and edge finishing

Special treatments

--    INDOFLOT   --

Technical Specifications

INDOFLOT  is available : 
- in a large range of thicknesses : 2, 3, 4, 5, 6, 8, 10, 12, 15 and 19 mm

For more details, please contact PT. ASAHIMAS FLAT GLASS Tbk. 

- Facades
- Windows
- Spandrels

- Door, Partitions etc
- Furniture (Tabletop, shelves etc)

Exterior 

Interior

        What can you use it for?       Be inspired ...

The tolerance of published data with respect to photometric proper s is +/ 3 points
The energy proper es are calculated according to ISO 9050 and ISO 10292

The U-Value tolerance is +/- 0.1 W/m K

 

Sp ons, technical and other data are based on informa on available at the me of prepara on of this document and are subjected to change without no e. PT. Asahimas Flat Glass Tbk. cannot be held responsible for 
any devia on between the data introduced and the condi ons on site  

 Flat Glass Tbk. cannot guarantee spontaneous breakage due to characteris cs of glass. For tempered glass, PT. Asahimas 
Flat Glass Tbk. strongly recommends to apply heat soak test to reduce the risk of spontaneous breakage. The al NiS Disclaimer document is available on www.amfg.co.id   

This document is no evalu on of the risk of glass breakage due to thermal stress.
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